
www.viscom.comHeadquarters:  Viscom SE · Carl-Buderus-Straße 9 – 15 · 30455 Hanover · Germany · Tel. +49 511 94996-0 · Fax +49 511 94996-900 · info@viscom.com

Visit our website to find international 
subsidiaries and representatives in Europe, 
USA and Asia : 

#V
is

co
m

_S
30

88
_u

ltr
a_

ch
ro
m
e_

EN
22

03
00

08
 | 

©
 V

is
co

m
 A

G
. A

ll 
rig

ht
s 

re
se

rv
ed

. |
 S

pe
ci

fic
at

io
ns

 s
ub

je
ct

 to
 c

ha
ng

e 
w

ith
ou

t n
ot

ic
e 

. W
in

do
w

s®
 a

nd
 In

te
l®

 C
or

e™
 i7

 a
re

 re
gi

st
er

ed
 tr

ad
em

ar
ks

.

Dimensions in mm

Front view Top view

Technical Specifications
Side view

S3088 ultra chrome

Inspection scope 3D AOI Solder joints, placement, solder paste

Camera technology 3D sensor technology
Z-resolution 0.5 µm
Z-range Up to 30 mm (1.1")

Angled view cameras

Number of megapixel cameras 8

Orthogonal camera

Resolution 10 μm
Field of view 50 mm x 50 mm (1.9" x 1.9")

Inspection speed Up to 65 cm2/s

Software User interface	 Viscom vVision/EasyPro
SPC Viscom SPC (statistical process control), open interface (optional)
Verification station Viscom vVerify/HARAN
Remote diagnosis	 Viscom SRC (software remote control) (optional)
Programming station Viscom PST34 (optional)

System computer Operating system Windows®
Processor Intel® Core™ i7

PCB handling Transport Type Single track transport
PCB dimensions 508 mm x 508 mm (20" x 20")
Transport height 850 - 950 mm ± 20 mm (33.4" - 37.4" ± 0.7")
Width adjustment Automatic
PCB clamping Pneumatic
Upper transport clearance 50 mm (1.9")
Lower transport clearance 45 mm (1.7"), up to 85 mm (3.3") optional; 40 mm (1.5") with PCB support

Other system data Positioning/handling unit Synchronous linear motors
Interfaces SMEMA
Power requirements 400 V (other voltages on request), 3P/N/PE, 8 A, 4 - 6 bar working pressure
System dimensions 994 mm x 1565 mm x 1349 mm (39.1" x 61.6" x 53.1") (W x H x D)
Weight 720 kg (1587.3 lbs)
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Specifications and other system information are subject to change without 
notice and may differ from the information displayed at the time of ordering.


