
3D AXI

iX7059 Device Inspection (XL)
Innovative X-ray inspection for maximum  

product quality and process efficiency



Automated X-ray inspection for a wide range of devices

Fast and reliable device inspection for maximum product quality

Handles devices up to 200 kg and 2 meters in length

Welding and cavity inspection of different materials

Fully connected for effective process control

Tailored solutions for every inspection challenge

Computer Casting

Phone

Automated X-Ray Inspection for a 
Wide Range of Devices

SMART, FLEXIBLE & HIGH-SPEED INSPECTION 

Tablet

Laptop Headphones Circuit



SMART, FLEXIBLE & HIGH-SPEED INSPECTION 

Specifications and other system information are subject to change without 
notice and may differ from the information displayed at the time of ordering.

iX7059 Device Inspection iX7059 Device Inspection XL

X-ray technology X-ray tube Sealed microfocus X-ray tube

High voltage 130 kV 130 kV (up to 180 kV optional)

Tube current 300 µA 300 µA (500 µA)

Detector	 Flat panel detector type FPD T2 (FPD T3 optional), 14-bit grayscale depth

Resolution	 5 – 39 µm/Pixel
X-ray cabinet	 Designed to meet requirements for fully protected devices in accordance with the  

German Radiation Protection Act (StrlSchG) and the German Radiation Protection  
Ordinance (StrlSchV). Radiation leakage rate < 1 µSv/h

Handling Inspection object size Workpiece carrier up to
610 mm x 600 mm (24" x 23.6") (L x W)*

Workpiece carrier up to
Up to 2000 mm (78.7") (L)*

Inspection object weight Up to 10 kg (22 lbs) Up to 200 kg (441 lbs)

Transfer height 860 – 980 mm ± 20 mm (33.9" – 38.6" ± 0.8")

Width adjustment Automatic during setup

Clamping Pneumatic

Support area 3 mm (0.1")

Upper transport clearance Up to 50 mm (2")

Lower transport clearance Up to 50 mm (2")

Other system data Positioning unit Synchronous linear motor

Interfaces SMEMA, IPC Hermes (optional)

Power requirements 400 V (other voltages on request), 3P/N/PE, 8 A, 4 – 6 bar working pressure

System dimensions 1493 mm x 1654 mm x 2207 mm (58.8" x 65.1" x 86.9") (W x H x D)

Weight 2245 kg (4949 lbs)*

Dimensions in mm

Front view Top viewSide view

*Depending on the configuration

www.viscom.com
Our international subsidiaries and 
representatives can be found at:

Technical Specifications 
 iX7059 Device Inspection
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Viscom also works with an extensive network of local representatives and distributors in Europe,  
the Americas, Asia and Africa. Please refer to our website for a list of our representatives and distributors.

www.viscom.com

Headquarters:
Viscom SE
Carl-Buderus-Str. 9–15
30455 Hanover
Germany
Phone: +49 511 94996-0
Email: info@viscom.de

Europe
Viscom France S.A.R.L.
6, rue Saint Simon
Zone du Vert Galant
95310 Saint-Ouen l‘Aumône
France
Phone: +33 134 641616
Email: info@viscom.fr

Africa
Viscom Tunisie S.A.R.L.
Rahma Building; App B5,
Block B, 2nd floor
Lac Houran Street – Berges 
du Lac
1053 Tunis, Tunisia
Phone: +216 71960584
Email: info@viscom.fr

Americas
Viscom Inc.
1775 Breckinridge Parkway
Suite 500, Duluth (Atlanta) 
GA 30096, USA
Phone: +1 678 966-9835
Email: info@viscomusa.com

Viscom Inc.
898 B Faulstich Court
San José, CA 95112, USA
Phone: +1 818 4160514
Email: info@viscomusa.com

Viscom Inc. 
9600 Great Hills Trail Suite 
150 W, Unit# 144 
Austin, TX 78759, USA 
Phone: +1 737 280-5759  
Email: info@viscomusa.com 
 
Viscom Inc. 
Av. Vallarta 6503 
Concentro Local F-27 
Zapopan (Guadalajara) 
JAL. C.P. 45010, Mexico 
Phone: +52 333110-1567 
Email: info@viscomusa.com

Asia
Viscom Machine Vision  
Pte. Ltd.
150 Kampong Ampat/
#01-02 KA Centre
368324 Singapore
Singapore
Phone: +65 62859-891
Email: info@viscom.com.sg

Viscom Machine Vision 
Trading Co. Ltd.
2nd floor, Block D
No. 1010 Kaixuan Road
200052 Shanghai, China
Phone: +86 21 61619368
Email: info@viscom.cn  

VICN Automated Inspection 
Technology (Huizhou) Co. Ltd. 
2nd Hechang Road No. 25 
Zhongkai High-tech Zone  
516006 Huizhou City   
Guangdong province, China   
Phone: +86 752 2607785 
Email: info@viscom.cn 

 
Viscom Machine Vision 
(India) Pvt. Ltd. 
No. 2, Katha, No. 279/283 
Hulimangala Village 
Jigani Hobli, Anekal Taluk 
Bangalore 560105, India 
Phone: +91 9481202030 
Email: info@viscom.com.sg
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